
 

MEUW Safety Training 

Rubber Glove Use                                      

Pages 110 – 113 & Gloving Addendum 
 

1. Rubber gloves shall be exchanged _______________ they become damaged or 

the employee to whom they are assigned becomes __________ of their condition. 
 

2. Rubber gloves should / shall (circle correct answer) be worn during the following 

conditions: Using approved switch sticks or ______________ tools for making 

__________ to determine if lines are energized / de-energized (circle correct 

answer), in applying and removing grounding devices, and during 

___________________weather. 

 

3. Rubber gloves shall be inspected and given an ____________ before each day’s 

use and __________________________ any incident that could reasonably be 

suspected of having caused damage. 
 

4. Rubber gloves should / shall (circle correct answer) be worn during the following 

conditions: _________ in wires or handling ____________ conducting materials 

near circuits, apparatus, or equipment ____________ or _____________ energized. 
 

5. Rubber gloves are not required when all of the following conditions are met: 

a). Using a ________ insulated extension stick from the ground at a  

     minimum of  ______ feet. 
 

b). Utilizing the top ____________ fiberglass-reinforced plastic (FRP)  

     ___________ - _________ tube section. 
 

c). The extension stick has been inspected / tested (circle correct 

answer)     

     per manufacturer’s recommendation. 
 

6. Only fill in the blanks seen below  

 
 

 

7. Leather protectors or overgloves shall / shall not (circle correct answer) be worn 

except over rubber gloves. 

 



8. Rubber gloves should / shall (circle correct answer) be worn when making 

_____________________ with _______________________ installed on energized 

conductors. While ____________or  ______________ poles between or near 

conductors energized above 600 volts, observe the following: 
 

(a) If safe clearance can / cannot (circle correct answer) be maintained, the 

conductors shall be _________________ or ______________ with protective 

devices and ____________, or ________________ should / shall (circle correct 

answer) be used to minimize accidental contact. 
 

(b) Workers handling the ____________________should / shall (circle correct  

answer) wear rubber gloves whether or not cant hooks, peaveys, or slings 

are used. 
 

(c) Until a pole is positively secured from moving against an energized conductor,  

What is your definition of “positively secured”? 

 

 

(continued) no one shall step on or off the truck or touch any part of it without 

using rubber gloves, if the employee is standing on the ground. Why shall 

you not step on or off the truck without using rubber gloves  when the 

boom is in the air near energized conductors? Explain your answer using at 

least ten (10) words. 

 

 

9. Protector gloves need / not be (circle correct answer) used with Class ___ gloves 

under limited use conditions, where _______________ and part manipulation 

require unusually ______________________. In this case, extra care will be 

needed in the ______________ examination of the glove and in the avoidance of 

handling ________________________. 
 

10 Read the flowing statement and answer the following questions.  

Gloves and sleeves are not required when performing other maintenance 

or construction work above the neutral after insulating materials are installed on all energized 

conductors and equipment sufficiently to provide insulation for the affected employee for their 

extended reach area and the minimum approach distance required by the voltage rating of the 

system and the assigned work does not involve the energized equipment. 

 

10a). What is your definition of “insulating materials”? 

 

10b). Honestly, what is your practice wearing rubber gloves and sleeves, after your  

          insulated cover-up has been placed onto the energized conductor(s).  
 

10c). Do you agree with statement #10? 
 

10d). Please give a reason(s) for your answer.  
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